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SPIN-TORQ Model IL360
36 Times Faster Than Ratcheting Wrenches

e Fastest Torque Wrench on the Market

e Fully Reversible, with Full Power in
Both Directions

e Operates in Tight Spaces
e Accuracy is /- 3%
e Manual or Robotic Control

e Operates @ 200 to 2500 PSI, up to 10 RPM

e Durable Stainless Steel Body
e 9 Models from 100 to 7,000 ft. Ibs.
e Hex Inserts and Stack Sockets Available

The patented technology of the SPIN-TORQ
wrench provides a 360 degree continuous rotation
to create speed and accuracy with little effort,
compared to hydraulic wrenches that offer a limit-
ed ratcheting technique. It can take 10 seconds
to rotate a nut 10 degrees with the standard
ratcheting method, taking approximately 6 min-
utes to complete one rotation. In the same appli-
cation, the SPIN-TORQ will provide 6 revolutions
per minute, thus 36 times faster. The conven-
ience of full power in both directions, together
with tremendous speed, results in dramatic time-
saving benefits.

The SPIN-TORQ wrench fits most ANSI and API
flanges, and is ideal for both underwater and top-
side projects. It is powered by a hydraulic motor
and adapts to a wide range of wrench head sizes.
In addition to the 9 standard models, FASTORQ®
engineers will design and custom-build SPIN-
TORQ wrenches to meet a customer’s special
need.

Model 603A Spin-Torq
Power Unit

Super high-speed linear
displacement double acting
plunger pump driven by a
6-HP reciprocating air
motor to provide 10-GPM
maximum oil flow at no
load and 4-GPM at 1500
PSI. Maximum output
pressure is 3,000 PSI.

Model ST-CU Spin-Torq
Control Unit
Recommended for use with
rig or shop hydraulic sys-
tems to power Spin-Torq
wrenches. Adjustable pres-
sure (torque) control from
200 PSI to 3000 PSI.
Comes with 25’ of hose.
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